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Mainboard Settings

3.3-Volt Regulator Board Installation

This section describes the installation of the 1-3-valt regulator
oerd used for the Intel X4 processar. The [miel D4 processor
13 & pew member of the Insel um__::dnacnn:._.___..__eﬂﬂ_ on the
Inted 48602 processor core. It offers features such as Sysiem
Mlsrmgement Mode (SMM) and Seop Clock Mode idesl for
power management function. |ts imtemal core frequency can
operate up e maximum of 100MHz. [ also operstes witra3.3-
wall (Weeh supply. If the oabosrd 3.3-volt regulator is ot
present, the 3,3-voll regulator mus be installed befare using the
IntefX4 processor. Phease refer to the steps helow an bow oo
wlall the 3.3-voltregulstor. Plesse also refer to page 2-2 forthe
correct CFU jumper selection.

—3 MNOTE : If you do not install the daughter board, you must

sat conneclor J25's pin 1-2 and pin 15-16 to be shorted fior
booting up.

|. Remniowie jampers from conmector [25,

2. Plaix the 3. 5-volt regalmior board as shown on the figure
beliva with the correct pin oriemaisom,
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Figure -2, 1.3-Folr Regrlaior Board Inesallation
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Memory Subsystem

The 4E6-YIP-[0) is eguipped with the memory mecessary for
runaing all your applicatsons. Memory comes in the form of
DEAM (SIMMs) and cache SRAM. This chapler describis
Iese twa Kinds of memory amd gines instnections on how 1o
imgttall gach kind on 1B mainboeard.

Memory _.n.nEE_._u

The board kyout below shows the locations of the DRAM
memury banks and the cache SRAM:
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Fipre 3-§. Coche angd Memaery Locariany

4E3-YIP-10



