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This User's Guide contains important information
regarding the installation of your accelerator card.

Please read it completely before attempting to install
vour accelerator card.



Disclaimer

The manufacturer (MFR) reserves the right to make changes to this document and the products

which it describes without notice. The MFR shall not be liable for technical or editorial errors or

omissions made herein; nor for incidental or consequential damages resulting from the

fumishing, performance, or use of this material.

The MFR makes no representation that the interconnection of products in the manner described

herein will not infringe on existing or future patent rights, nor do the descriptions contained

herein imply the granting of license to make, use or sell equipment constructed in accordance

with this description.

The ISA, VLB, and PCI accelerators have been designed to support the respective local bus

standards. Some computers use proprietary local bus circuitry and therefore may not be fully

compatible wirh the MFR's local bus cards. Although tested successfully in a wide variety of

computer systems, the MFR cannot be held responsible for any incompatibilities which may

occur between this card and the system configuration you plan to use. We recommend that you

check with the dealer or distributor for your computer system before installing your card.

o Copyright 1996, by ATI Technologies Inc.

All rights reserved, including those to reproduce this guide or parts thereof, in any form without

the express written permission of ATI Technologies Inc.

Features and specifications are subject to change without notice. Trademarks and/or registered

trademarks are the properties of their respective owners:

ATI - ATI Technologies Inc.; AutoCAD - Autodesk Inc.; MicroStation - Bentley Systems

lnc.; Pentium, Pentium Pro - Intel Corporation; IBM, VGA, OS/2 - International Business

Machines Com.: Windows 3. I x, Windows 95, Windows NT - Microsoft Corp.



Contents

Getting Started... """" )

Using the Onl ine User 's  Guide. . . . . . . . . . .  . . . . . " " " " " "  6

Prepar ing Your Computer  . . . . . . . . . . . . . . . .  . . . . . . . " " " " " "  6

Install ing the Hardware ..... ' ."""""'7

lnstall ing Enhanced Drivers for Windows 95 ................ """" l0

Install ing Enhanced Drivers for Windows 3.1x ............. ...."" I I

Insralling the ATI VIDEO PLAYER for Windows 95 and Windows 3.lx 12

Install ing Enhanced Drivers for Windows NT............... """" l3

lnstalling Enhanced Drivers for OS/2, AutoCAD, and MicroStation.."""' 14

Troubleshoot ing Tips. . . . . . . .  ' . . . " " " "  14

Getting Started...

ATI's graphics accelerators are the most advanced on the market today. They

improve the performance of your system and display exceptional graphics'

Your ATI graphics accelerator comes complete with enhanced drivers and

comprehensive award-winning software utilities designed to make you more

productive.



Using the Online User's Guide
Your graphics accelerator comes with an online User's Guide that describes
the extensive features of your graphics card. The Online User's Guide
provides reference, specification, and compliance information that is not
contained in this paper Guide.

To open the Online User's Guide

I Insert the ATI INSTALLATION CD-ROM into your CD-ROM drive.

If Windows 95 runs the ATI INSTALI"4TION CD-ROM automntically,
proceed to step 5.

2 In Windows 95, click Start.

or

In Windows 3.1x, pull-down the File menu in the Program Manager.

3 Select Run.

4 Type the following:

D:\ATISETUP
(If D is not your CD-ROM drive, substitute D with the correct drive letter.)

5 Click the Online User's Guide icon.

Preparing Your Computer
Turn off the power to your system and discharge your body's static electric
charge by touching a grounded surface - e.9., the metal surface ofthe
power supply - before performing any hardware procedure.

The manufacturer assumes no liability fbr any damage, caused directly or
indirectly, by improper installation of any components by unauthorized
service personnel. If you do not feel comfortable performing the
installation, consult a qualif ied computer technician.

Damage to system components, the accelerator card, and injury to yourself
may result if power is applied during installation.

If you are using an operating system other than Windows 95, you may need to
do the following before installing your card:

. If your current system configuration uses special drivers that are not
640x480 VGA, you may encounter conflicts with the card. We recommend
that you first reconfigure your operating system to use a VGA driver
supplied with your operating system before installing the card. For more
information about changing your operating system configuration, see your
operating system documentation.



Installing the Hardware

Now that you have prepared your computer, you are ready to install your
graphics accelerator card.

To installyour graphics accelerator card

I Power off the computer and monitor, then disconnect the
monitor cable from the back of your computer.

VIDEO OUTPUT

Remove the computer cover. lf necessary, consult your
computer system manual about removing the cover.

Remember to
discharge tour
body's stutit'
elettricity b1-
touching the
metal sur.face
ofthe computer
chttssis.



If the old
graphics card
sticks, rock it
gently from
end to end.

Remember to
save the strew.

Grusp the
cunl by'the top
edge and
carefullt,seut it
.lirml| i,lto the
PCI sktt.

3 If there is an existing graphics card, remove it from your
computer.

OLD GRAPHICS CARD

If your computer has any on-board graphics capability, you may
need to disable it on the motherboard. For more information. see
your compuler documentation.

Align your card with an empty PCI expansion slot and gently
insert it into place. You may need to remove the cover from the
rear of the PCI expansion slot that you selected.

ATI msch64

PCI EXPANSION SLOT



Replace the screw to fasten the card in place, and replace the
computer cover.

SCREW
*_d

Plug the monitor into your card, then turn on the computer and
monltor.

Makt'.sure
lwur tnutitor
cuble is
.se qu rt'lt

lustened.

You are now ready to install ATI's enhanced drivers. Select an
enhanced driver from the following list:

. Windows 95, see page t0

. Windows 3.1x, see page 11

. Windows NT, see page 13

. OS/2, AutoCAD, or MicroStation, see page 14

MONITOR CABLE



lnstalling Enhanced Drivers for
Windows 95

You need to install ATI's enhanced driver to take advantage of your card's
higher performance, resolutions, and special features.

To install the mach64 enhanced driver for Windows 95

I If Windows 95 prompts you to insert a disk from the hardware
manufacturer, insert the ATI INSTALLATION CD-ROM into vour
CD-ROM drive.

2 Click OK.

3 Type the following:

D:\WIN95
(If D is not your CD-ROM drive, substitute D with the correct drive letter.)

4 Click OK.

5 Click Yes to restart your computer.

OR

.l If Windows 95 does not prompt you to insert a disk, insert the ATI
INSTALLATION CD-ROM into your CD-ROM drive.

If Windows 95 runs the ATI INSTALI-ATION CD-ROM automatically,
proceed to step 5.

2 Click Start.

3 Select Run.

4 Type the following:

D:\ATISETUP
(If D is not your CD-ROM drive, substitute D with the correct drive letter.)

5 Click on Display Drivers.

6 Follow the online screen instructions to complete the installation.

For correct resolution and refresh rate operation, you need to select a
monitor. Please refer to the online help for more information.

You are now ready to install the ATI VIDEO PLAYER. For more
information, see page 12.
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Installing Enhanced Drivers for
Windows 3.1x

You need to install ATI's enhanced driver for Windows 3.lx to take
advantage ofyour card's higher performance, resolutions, and special
features.

To install the mach64 enhanced driver for Windows 3.1x

I Insert the ATI INSTALLATION CD-ROM into your CD-ROM drive.

2 Pull-down the File menu in the Program Manager.

3 Select Run.

4 Type the following:

D:\ATISETTJP
(If D is not your CD-ROM drive, substitute D with the correct drive letter.)

5 Click on Display Drivers.

6 Follow the online screen instructions to complete the installation.

For correct resolution and refresh rate operation, you need to select a
monitor. Please refer to the online help for more informntion.

You are now ready to install the ATMDEO PLAYER. For more
information, see page 12.

l l



Installing the ATI VIDEO PLAYER for
Windows 95 and Windows 3.1x

Now that you have installed ATI's enhanced driver, you can install the ATI
VIDEO PLAYER-a software MPEG player. The ATI VIDEO PLAYER
provides full-motion, full-screen MPEG video playback with excellent color
quality.

You must install ATI's enhanced driver before installing the ATI
VIDEO PLAYER. For the best playback quality, the recommended
requirement for the ATI VIDEO PLAYER is a Pentium system.

To installthe ATIVIDEO PLAYER for Windows

I Insert rhe ATI INSTALLATION CD-ROM inro your CD-ROM drive.

If Windows 95 runs the ATI INSTAL|4TION CD-ROM automatically,
proceed to step 5.

2 In Windows 95, click Start.

or

In Windows 3.lx, pull-down the File menu in the Program Manager.

3 Select Run.

4 Type the following:

D:\ATISETUP
(If D is not your CD-ROM drive, substitute D with the correct drive letter.)

5 Click ATI VIDEO PLAYER.

6 Follow the on-screen instructions to complete the installation.

For more information about using the ATI VIDEO PIAYER, see the online
help.
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Installing Enhanced Drivers for
Windows NT

After installing your graphics card, Windows NT will default to standard

VGA mode (640 x 480, 16 colors). The procedure below describes how you

install ATI's enhanced driver for Windows NT 3.5' 3.51, and 4.0'

To install the enhanced driver for Windows NT

1 Boot Windows NT.

2 Double-click the Main icon.

3 Double-click the Control Panel icon.

4 Double-click the Display icon.

5 Click Change Display Type.

6 Click Change.

7 Click Other.

8 Insert the ATI INSTALLATION CD-ROM into your CD-ROM drive.

For Windows NT 3.5, type the following:
D:\NT35 (D being the letter of your CD-ROM drive)

For Windows NT 3.51, type the following:
D:\NT351 (D being the letter of your CD-ROM drive)

For Windows NT 4.0, type the following:
D:\1.{T40 (D being the letter your CD-ROM drive)

9 Click OK.

10 Select ATI Graphics Accelerators.

ll Click Install.

12 Click Yes to change your system configuration.

13 Click Continue to confirm the full path name.

14 After the files have been copied to your computer, click OK.

15 Reboot Windows NT.

After reboot, the Invalid Display Settings window appears-

16 Click OK.

The Display Settings dialogue box appears.

17 Select a desired display mode. For more detailed information about changing

your display mode, click HelP.
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Instaf l ing Enhanced Drivers for OSl2,
AutoCAD, and MicroStation

Detailed instructions about install ing enhanced drivers tbr OS/2, AutoCAD.
or MicroStation are provided in the main README ll le on the ATI
Installation CD-ROM.

To view the README fi le in DOS

I Type D:
(lf D is not your CD-ROM drive, substitutc D with the correct drivc letter.)

2 Type README.

Troubleshooting Tips

The f ol lowing troubleshooting t ips ntay help you i f  you expcrie nce problems.

Contact your dealer f i rr  more advanced troubleshooting int irrmation.

. Chcck that the card is seated propcrly in i ts expansittn slot.  l f  the problcm

sti l l  exists, try a dif l 'erent PCI expansion slot.

L Ensure the monitor cable is securely lastened to the card.

. Make sure that the monitor and contputer are plugged in and receiving

power.

. Disable any bui l t- in graphics capabil i t ies on your Ir lainbtlard. For Inorc

in { i r rmat ion ,  see  your  c ( )mputer  t loe  un tcn ta t ion .

. Make surc that you selectcd thc approprialc monitor whcn yt l t t  instal lcd

your  cnhanccd dr iver .

.  For Windows 9-5. r ight-cl ick the ATI icon in the taskbar and sclcct

Troub lcshoot ing .  l f  you  have prob lenrs  dur ing  s ta r t -up ,  load  Windows 95

in Saf'e Mode by pressing the Ftl key when "Staning Windows 95" appcars tln

the scrccn.

.  For  Windows NT,  i f  you  are  hav ing  t roub le  dur ing  s ta r t -up .  se lcc t  the

Windows NT Workstat ion 3.-5x [VCA rnodel opti t ln fronr the Boot Mcnu.

Disable any prograrns that launch autonratical ly when you start Windows

NT. Check that you have thc correct monitor and display drivcr selected.

For  more  Troub lcsh tx r t ing  T ips  l i r r  Windows 3 . lx  and Windows 9-5 ,  p lcase
see the  On l ine  Uscr 's  Gu ide .
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